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Envi WALL PAINT Exterior & Interior 
 
PRODUCT DESCRIPTION 
Envi WALL PAINT Exterior & Interior is an acrylic copolymer emulsion-based paint that 
provides a matt finish with a smooth surface that is easy to clean with water. The product 
can be applied to a wide range of wall and ceiling surfaces, including concrete, plaster, fibre 
cement, plywood, and wood. Suitable for both interior and exterior applications. 
 
SUBSTRATES 
- Walls 
- Ceilings 
- Concrete 
 
FEATURES  
- Easy to clean 
- Washable 
- Anti-mould and anti-algae 
- Higher coverage 
- Low odour 
- Low VOC 
- BIO ZINC anti-virus & anti-bacterial technology 
 
CERTIFICATIONS 
- Halal Certificate 
- Singapore Green Label Certificate 
- Indonesian National Standard Certificate 
 
TECHNICAL DATA 
Type ​ ​ ​ ​ Acrylic copolymer emulsion 
Finish ​​ ​ ​ Matt 
Recoat Interval ​ ​ Minimum 2 hours 
Colours ​ ​ ​ Ready Mixed, Tinting System 
Thinning ​ ​ ​ • 10–15% clean water for brush and roller application 

• 20–30% clean water for spray application 
Theoretical Coverage ​​ 10 m²/kg/coat at a film thickness of 50 microns 
Touch Dry Time ​ ​ 2 hours at 25°C 
Number of Coats ​ ​ 2 coats 
Application Method ​ ​ Brush, roller, spray  
Pack Size ​ ​ ​ 1 kg, 5 kg, 25 kg  

  



 

APPLICATION INSTRUCTIONS 
 
Application Equipment 
Brush, roller, spray gun 
 
Surface Preparation 
1. Ensure the surface is free from dust, dirt, oil, grease, and any loose or flaking paint or 
other materials. Sand the surface if necessary. 
2. For new wall surfaces, ensure the surface has been allowed to dry thoroughly for a 
minimum of 30 days, with a moisture content not exceeding 18% and a maximum pH of 8. 
3. For previously painted surfaces, check the adhesion of the existing paint film. If adhesion 
is poor, remove all loose paint and clean the surface thoroughly before repainting. 
4. Apply 1 (one) coat of Envi ANTI ALKALI as primer to achieve optimum adhesion and 
finishing results. 
 
Application 
1. For brush or roller application, dilute the paint with 10–15% clean water. 
2. For spray gun application, dilute the paint with 20–30% clean water. 
 
Remarks 
Allow 1–2 hours drying time between coats. 
 
HEALTH, SAFETY, AND ENVIRONMENTAL INFORMATION 
- Keep the container tightly closed when not in use. 
- Avoid direct contact with the eyes. 
- Ensure adequate ventilation during application. 
- Clean all equipment with clean water after use. 
- Dispose of any unused product and empty containers in accordance with applicable 
environmental regulations. 
 
TAKE-BACK PROGRAMME 
Used shrink-wrap from this product may be returned through the PT Indaco Warna Dunia 
Take-Back Programme, subject to the applicable terms and conditions. 
 
 
 
 
 
 
 
 
 

  



 

 
DISCLAIMER 
The information contained in this document is based on the knowledge, laboratory test results, and practical 
experience of PT Indaco Warna Dunia at the time of publication. The data and recommendations provided are 
intended as general guidance for the use of the product. As substrate conditions, application methods, and 
environmental factors are beyond the control of PT Indaco Warna Dunia, users are responsible for determining 
the suitability of the product for their specific application requirements and conditions. PT Indaco Warna Dunia 
does not guarantee the results achieved through the use of this product. As part of its ongoing product 
development programme, PT Indaco Warna Dunia reserves the right to amend specifications, technical data, or 
any information contained in this document without prior notice. To obtain the latest information and 
recommendations, users are advised to contact PT Indaco Warna Dunia. 
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